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Please see the Lances and Nozzle headers section for various configurations to mount your WhiSPERBLASt air nozzles 
beginning on page 137.
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WhiSPERBLASt® compressed air nozzles 
Round
Series 600

Provides focused blasting 
power with minimal air 
consumption and noise. 
Round configuration 
excellent for spot blasting, 
clearing holes, or use on 
hand guns.

Ø .75"

1.85"

1/4" MALE NPT
Ø .91"

3/4"
HEX

600. 326. 5k. BA/BC (ABS)

600. 326. 3W. BC (zinc)

Ø .91"

2.17"

MALE NPT

Round WhiSPERBLASt 
gives a focused blast  
with low air consumption. 
Best for hand gun use.

1/8" MALE NPT

1.74"

600. 388. 30. BA

Example type + Material no.  +  Conn. =   Ordering no.
for ordering: 600. 326 + 5k + BC = 600. 326. 5k. BC

Ordering no. Capacity for Air
(Standard Cubic Feet per Minute)

Max.
PressureMaterial no.
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Connection

Approx.
Wt.

Description

Type

Male NPT

Max.
Temp.

Zi
nc        15 30 45 60 75

  30 5k 3W 1/8" 1/4"  psi psi psi psi psi (lb.)  °F
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15 30 45 60 75

 600. 326 	  - BA BC Round WHISPERBLAST 5.3 8.8 12.4 16.0 19.5 0.05 100 psi 120

 600. 326 -	 -  - BC Round WHISPERBLAST 5.3 8.8 12.4 16.0 19.5 0.10 100 psi 200

 600. 388 	 - - BA - MiniBlast 3.0 4.6 6.2 7.8 9.4 0.14 100 psi 120


