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Ball-end thrust screws without head with full ball
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Item description/product images

Description

Material:
Stainless steel 1.4305.

Version:
Bright.

Note:
Form A with full ball is
used when a clean,
polished contact surface
is required.

Drawings

Overview of items

Order No. Form D1 L1 Ball-Ø SW

30-37-1 A M4 6 2,5 2
30-37-2 A M4 10 2,5 2
30-37-3 A M4 16 2,5 2
30-37-4 A M5 8 3 2,5
30-37-5 A M5 12 3 2,5
30-37-6 A M5 20 3 2,5
30-37-7 A M6 10,8 4 3
30-37-8 A M6 16,8 4 3
30-37-9 A M6 20,8 4 3

30-37-10 A M6 25,8 4 3
30-37-11 A M8 11,2 5,5 4
30-37-12 A M8 13,2 5,5 4
30-37-13 A M8 21,2 5,5 4
30-37-14 A M8 26,2 5,5 4
30-37-15 A M8 31,2 5,5 4
30-37-16 A M10 13,7 7 5
30-37-17 A M10 17,7 7 5
30-37-18 A M10 21,7 7 5
30-37-19 A M10 26,7 7 5
30-37-20 A M10 36,7 7 5
30-37-21 A M12 18 8,5 6
30-37-22 A M12 22 8,5 6
30-37-23 A M12 32 8,5 6
30-37-24 A M12 42 8,5 6
30-37-25 A M16 23,3 12 8
30-37-26 A M16 28,3 12 8
30-37-27 A M16 38,3 12 8
30-37-28 A M16 53,3 12 8
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