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System Solution when 

mated with MENNEKES MSR Series 

Switched and Interlocked Receptacle

30 & 60 Amp AM-Tite Plug Series

Non-Metallic Pin & Sleeve Plug
UL Standards 1682 & 1686-C1

Interchangeable with other major
brands of metallic devices 
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Product Information

MENNEKES® a world-leading manufacturer of

Pin and Sleeve Devices is proud to introduce

the AM-Tite Series Non-Metallic Plug. These

next generation UL 1686 plugs are safer, easier

to install and interchangeable with other

brands of metal devices. With the MENNEKES

AM-Tite plug, you can maintain existing plant

standards while benefiting from innovative

product design, engineered materials and

inherent safety.

To see our complete line of products, log onto:  www.MENNEKES.com

30 & 60 Amp AM-Tite Non-Metallic Pin & Sleeve Plug

Call (800) 882-7584 to
request our catalog.

Catalog No. Device Type Rating

ME3034NM  Plug 30A 3W 4P 600VAC

MSR430MIFS2W  Fused Interlocked 30A 3W 4P 600VAC
Receptacle 20HP Max

MSR430MIS2W Non-Fused 30A 3W 4P 600VAC
Interlocked Receptacle 20HP Max

ME6034NM Plug 60A 3W 4P 600VAC

MSR460MIFS2W Fused Interlocked 60A 3W 4P 600VAC 
Receptacle 50HP Max

MSR460MIS2W Non-Fused 60A 3W 4P 600VAC 
Interlocked Receptacle  50HP Max

Ordering Information

Interchangeable with 

other manufactures

Coarse Rugged Threading

Facilitates quick assembly

Screwless Locking Tab 

To secure assembly of front 

and rear housing

Molded Gaskets

Permanently molded to the housing 

for watertight seal. Unique design assures 

gaskets will never be lost or misaligned.

Oversized Terminal Screws

Preferred by installers

Ready to Wire Terminals

Provided with backed out terminal 

screws and large wire chamber to 

speed installation

Rugged Housing

Offers outstanding insulation

for user safety. Innovative

design and engineered 

materials provide a durable

alternative to traditional 

metal products.

Sure-grip Rubberized Locking Ring 

Provides high impact protection 

and NEMA 4X Rating

Strain Relief Assembly 

Accommodates wide

cable range which easily

threads into NPT housing

UL Standards: 1682; 1686; 50E- TYPE 4X;12 
Configuration: 30A & 60A 3W 4P Style 2 Ground (C1)
Housing Material: Impact Modified PBT Polyester
Hardware: Stainless Steel or Ni Plated 
Outdoor Use: UV Stabilized Housing and Gasket Materials

Specifications:


